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RELEASE BULLETIN 
819-095000-251 


dBASE IIL Model No: APC-S35 


1.0 Introduction: 


dBASE II software is a database management tool that allows 
easy manipulation of small and medium sized data bases using 
English-like commands. With dBASE II you can: 


o create complete data base systems; 


o easily add, delete, edit, display, and print data from 
your data base; 


© maintain data files with a minimum of data duplication; 


o generate reports from one or more data bases, 
automatically producing subtotals, total, headings, and 
subheadings 


o create command stacks ("programs") to aid in data entry 
and retrieval 
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2.0 Contents of the Release: 


2.1 Distribution Media 
PART NO. DESCRIPTION 


819-076035-0500 dBASE II Diskette 


Advanced Personal Computer NEC 
NEC Information Systems, Inc. 


2.2 Documentation 
PART NO. DESCRIPTION 
819-000100-8001 dBASE II User’s Guide 
158-999000-067 dBASE II Binder 
158-020000-135 dBASE II Template 
819-095000-251 dBASE II Release Bulletin 
3.0 Hardware/Software Requirements: 


3.1 Minimum Hardware Requirements 


APC-HO1 - Monochrome APC with 1 FDD 
See section 6.0 


3.2 Minimum Software Requirements 
APC-S0Ol - CP/M-86 Op. System 

4.0 Installation Procedure: 

After you have completed the procedures outlined in Chapter 2 

of the dBASE II User’s Guide, perform the following steps to 

load values into the soft key (= Function Key) table. This 
is a one-time procedure. 

1. Insert the CP/M-86 diskette into drive A and the dBase II 
diskette into drive B. Press the <CTRL> and <C> keys 
Simultaneously. 

2. Enter PIP B:=KEY.CMD 

3. At the A> prompt, take the CP/M-86 diskette out of drive 
A. Put the dBase II diskette that was in drive B into 
drive A and press the <CTRL> and <C> keys simultaneously. 

4. Enter KEY <RETURN> 


5. The system will respond with "Update or Load?" Type U 
for update. 


6. The system will ask for the input file. 
Enter DBASE.KEY <RETURN> 


7. When asked for output file, enter CPM.SYS. <RETURN> 


8. When asked to "Start? (Y/N)", type Y. 
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At the menu, enter L to load. 

The following message is displayed: 
"SOFT KEY TABLE HAS BEEN LOADED". 
Enter E to end. 


When the system asks if you want to update CPM.SYS file, 
type Y for yes. The following message is displayed: 
"YOUR A:CPM.SYS HAS BEEN CONFIGURED". 


Now you are ready to run dBASE II using the function 
keys. Enter DBASE from the A> prompt. 


Enhancements: None, first release. 
Cautions: 


If a single floppy drive system (APC-HO1) is used and you 
do not have the CP/M-86 utility PIP1, please contact your 
dealer for assistance in implementing the application 
start-up procedures. PIP] is the single-file copy 

utility for single-drive APCs. 


It is recommended that no more than one application 
package reside on any given floppy, because different 
application packages may require different soft key 
setups. 


SET LINKAGE ON - When the current record pointer reaches 
EOF on the shorter file, the following message is 
displayed. 


FDD on G: Not Ready 
Type R(Retry), Any Key (CANCEL) 


Bdos Err on G:; Select 


There is no way to correct this at this time. You must 
reboot. 


Multiple indices - the system does not automatically 
update all indices when new records are added to a file, 
even when the file is used with multiple indices or the 
SET INDEX to command includes an index list. 


The CHANGE command description is incomplete because the 
command does not work consistently. 


In chapter 12 there is a discrepancy between the text and 
the screen. The object of FIND commands must be in 
strings. However, as shown in the screen, FIND works 
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7.0 


with numeric objects. 


The VAL function does not work as described. It 
truncates real numbers to whole numbers. 


Set CARRY ON works with APPEND and INSERT when a record 
is added. However, if you decide not to add the record 
once the command is issued, the data base is altered in 
an undesirable way. 


The SKIP command displays erroneous information when the 
current record pointer is skipped beyond the end of a 
file. 


CHANGE FROM: 

CHANGE TO: 

is inconsistent. There seems to be no consistency 
between system entry and operator entry. 


272 +- using this feature causes the answer to write over 
the question depending on the length. In this case use 
of a single ~“?~ is suggested. 


DISPLAY ALL - When the first 15 records are displayed, 
depending on the number of characters in a record, the 
first few records are lost due to scrolling. 


BROWSE - cursor and/or CTRL movements are inconsistent. 
Positioning acts from field to field on the first record 
and then from record to record. 


Problems Fixed: None, first release. 


